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GrayWolf utilizes Pocket PC Power to offer extensive documentation and  
reporting capability for Relative Humidity and Temperature measurement. 

Measure smart. Report efficiently.

Harnessing the Power of Mobile Computers 
f o r  A d v a n c e d  E n v i r o n m e n t a l  M e a s u r e m e n t s
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•Display %RH, Temperature,  
Dewpoint Temperature,  
Wetbulb Temperature,  
Absolute Humidity, Humidity Ratio 
and/or Specific Humidity 
Sensor Tips, Application Tips, 
Government & Industry Guidelines 
available by tapping the screen 

Optionally add a toxic gas sensor
Long-term data trending
�“Snap-shot” instantaneous  
data capture
Calibration history, user notes, data                     
file stats all auto-organized



• �The RH-302 may be upgraded for one  
electrochemical gas sensor (CO, O3,  
NH3, NO2, NO, SO2, HCN, Cl2, HCl,  
EtO, H2, H2S, O2, AsH3, SiH4, PH3, B2H6,  
CIO2, CCl2O, HF, or F2).

CA-RH1 %RH Cal Kit

PC-GW3016  
Particle Counter
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• The DirectSense RH is a complete kit that includes a Mobile 
WindowsTM Pocket PC and comes with the RH-302 thermohy-
grometer probe, WolfSensetm PPC application software,  
WolfSense PC desktop transfer/analysis software, probe/PPC 
pouches and much more. 
 
Optional Advanced Reporting Software (multiple report templates, 
auto-insertion of field notes and more) enhances your report  
generation, while saving time.

• 

PCC-10 Security Case
shown with AS-201 air velocity probe  
and RH-302 probe

ACC-PR3 2 1/2 inch 
(63mm)  b&w IR printer

p

PCC-05IQ and PCC-PH01 probe  
and mobile PC pouches

		

Relative Humidity:	  Range: 0 to 100 %RH 

	 Accuracy: ±2%RH <80%RH (±3%RH>80%RH)

Temperature:	 Range: 15° to 160°F (-10° to +70°C) 

	 Accuracy: ±0.3°C

Dew Point:	 Range: -27° to +158°F (-33° to +70°C)

	 Accuracy: ±2°C for %RH>10%

Wetbulb Temperature:	 Range: 55° to 156°F (-12.7° to +68.9°C)

	 Accuracy: ±1°C 

Specific Humidity:	 Range: 200 to 204,600 ppmw

	 Accuracy: ±1000 ppmw (alt. units: lb/lb, gr/lb, g/kg and kg/kg)

Absolute Humidity:	 Range: 0.20 to 188 g/m3

	 Accuracy: ±1.0 g/m3 (alt. units: grains/cu ft)

Humidity Ratio:	 Range: 200 to 257,500 ppmw

	 Accuracy: ±1000 ppmw (alt. units: lb/lb, gr/lb, g/kg and kg/kg)

Response Time:	 Sensors exhibit 90% response <1 minute

Probe Dimensions :  	 2in. (5cm) dia. x 12.5in. (30cm) lgth.

	 Weight (probe):	  w/batteries 1lb. 10oz. (0.7kg)

Power Probe: 	 2 x D cells; typical battery life 1000+ hrs.
		   @ 15°C, or 3VDC w/AC adapter 
	 (computer battery life varies by make and model)

PC Software Reqs:   Windows 2000/XP/Vista or MS.NET 1.1 or higher                                                                                              

                                                           30MB hard disc (min.) space

All specifications are to subject to change without further notice
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specifications: RH-302 Probe
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• �Optional probes for air velocity, IAQ, VOCs, pressure,  
particulates and more. 
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